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(d) Detachable fuel lines that are in-
tended for use with portable marine
fuel tanks must have connection points
that are self-sealing when not attached
to the engine or fuel tank.

(e) Manufacturers of nonhandheld
Small SI equipment may optionally
meet the diurnal emission standards
adopted by the California Air Re-
sources Board in the Final Regulation
Order, Article 1, Chapter 15, Division 3,
Title 13, California Code of Regula-
tions, July 26, 2004 (incorporated by
reference in §1060.810). To meet this re-
quirement, equipment must be cer-
tified to the performance standards
specified in Title 13 CCR §2754(a) based
on the applicable requirements speci-
fied in CP-902 and TP-902, including
the requirements related to fuel caps in
Title 13 CCR §2756. Equipment certified
under this paragraph (e) does not need
to use fuel lines or fuel tanks that have
been certified separately. Equipment
certified under this paragraph (e) are
subject to all the referenced require-
ments as if these specifications were
mandatory.

(f) The following general provisions
apply for controlling diurnal emis-
sions:

(1) If you are subject to both running
loss and diurnal emission standards,
use good engineering judgment to en-
sure that the emission controls are
compatible.

(2) You may not use diurnal emission
controls that increase the occurrence
of fuel spitback or spillage during in-
use refueling. Also, if you use a carbon
canister, you must incorporate design
features that prevent liquid gasoline
from reaching the canister during re-
fueling or as a result of fuel sloshing or
fuel expansion.

(3) You must meet the following pro-
visions from ABYC H-25, July 2010 (in-
corporated by reference in §1060.810)
with respect to portable marine fuel
tanks:

(i) Provide information related to the
pressure relief method (25.8.2.1 and
25.8.2.1.1).

(ii) Perform system testing (25.10
through 25.10.5).

[73 FR 59298, Oct. 8, 2008, as amended at 74 FR
8427, Feb. 24, 2009; 75 FR 56482, Sept. 16, 2010]
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§1060.120 What emission-related war-
ranty requirements apply?

(a) General requirements. The certi-
fying manufacturer must warrant to
the ultimate purchaser and each subse-
quent purchaser that the new nonroad
equipment, including its evaporative
emission control system, meets two
conditions:

(1) It is designed, built, and equipped
so it conforms at the time of sale to
the ultimate purchaser with the re-
quirements of this part.

(2) It is free from defects in materials
and workmanship that may Kkeep it
from meeting these requirements.

(b) Warranty period. Your emission-
related warranty must be valid for at
least two years from the point of first
retail sale.

(c) Components covered. The emission-
related warranty covers all compo-
nents whose failure would increase the
evaporative emissions, including those
listed in 40 CFR part 1068, Appendix I,
and those from any other system you
develop to control emissions. Your
emission-related warranty does not
cover components whose failure would
not increase evaporative emissions.

(d) Relationships between manufactur-
ers. (1) The emission-related warranty
required for equipment manufacturers
that certify equipment must cover all
specified components even if another
company produces the component.

(2) Where an equipment manufac-
turer fulfills a warranty obligation for
a given component, the component
manufacturer is deemed to have also
met that obligation.

§1060.125 What maintenance instruc-
tions must I give to buyers?

Give ultimate purchasers written in-
structions for properly maintaining
and using the emission control system.
You may not specify any maintenance
more frequently than once per year.
For example, if you produce cold-
weather equipment that requires re-
placement of fuel cap gaskets or O-
rings, provide clear instructions to the
ultimate purchaser, including the re-
quired replacement interval.
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